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QRN-830S 

Technical Data: 
 

Inputs Max. channels 8 channels 

   

Network Cameras Resolution 8MP~CIF 

 Protocols SUNAPI, ONVIF 

 Furnishings 

Registration: automatic, manual 

Element: IP Address, Add/Edit Profile, Bitrate, Compression, GOP, 

Quality, Camera MD Setup (4-, 8-Point Polygon), Camera Video 

Setup (Simple Focus, Brightness/Contrast, Rotate/Flip, IRIS, WDR, Day 

and Night, SSNR, Shutter, SSDR, DIS), Fisheye Equalization Mode, 

Hallway View Setup, Camera Web Page 

 PTZ 
Control via GUI, web viewer 

300 Presets 

   

Decoding Local display HDMI 1: 3840 x 2160 (30 Hz) 

Video 
Multi-display 

Single Monitor: Dynamic Layout 

Web: 1/ 2H/ 2V/ 3V/ 4/ 6/ 8/ 9th 

 Disbandments 8 M (60 fps), 1080p (240 fps), 720p (240 fps), D1 (240 fps) 

   

Operating system Integrated Linux 

 Control panel Mouse, Keyboard, Web 

 Languages 

English, French, German, Italian, Spanish, Russian, Turkish, Polish, Dutch, 

Czech, Portuguese, Danish, Romanian, Serbian, Croatian, Hungarian, 

Greek, Norwegian, Finnish, Korean, Chinese, Japanese, Thai, 

Vietnamese 

 Log List Max. 100,000 (System Log, Event Log) 

   

Recording Compression H.265, H264, MJPEG 

 Recording bandwidth Max. 80 Mbit/s 

 Resolution 8 MP~CIF 

 Mode Normal, Dual-Stream, Schedule (Continuous/Event), Event (Pre/Event) 
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after), bookmark 

 Event Triggers 

alarm input, video loss, camera event (sensor, MD, video analysis, 

defocus, audio), dynamic event, 

User Event 

 Event Action 
Email, Event Push, PTZ Preset, Alarm Output, Buzzer, 

Monitor Output, FTP, SUNAPI Command, Shutdown 

   

Search and 

playback 
Playback bandwidth Max. 32 Mbit/s 

 User Max. 4 users (1 local, 3 remote) 

 Simultaneous playback 
Max. 32 channels (local: 8 channels, remote access: 8 channels per 

user) 

 Fisheye equalization CMS 

 Mode Date & Time (Calendar), Event List, Text Search, Smart Search 

 Resolution CIF~ 8 MP 

 Playback controls 
Fast/slow forward/rewind, single frame playback 

forward/backward 

   

Memory Supported Hard Drives Up to 6 TB 

 Hard drive tray 1 SATA (max. 6 TB) 

   

Backup Sizes BU/Exe/AVI (GUI), JPG/AVI (Network) 

 Function Multi-channel playback (up to 8 channels), date-time/track display 

   

Network 

Protocols 

IPv4, IPv6, TCP/IP, UDP/IP, RTP (UDP), RTP (TCP), RTSP, NTP, HTTP, DHCP 

(Server, Client), SMTP, ICMP, 

IGMP, ARP, DNS, DDNS, uPnP, HTTPS, SNMP, ONVIF (Profile-S), SUNAPI 

(Server, Client) 

 DDNS Hanwha DDNS 

 Transmission Bandwidth Max. 80 Mbit/s 

 Audio 

Input/output 8 channels (network) 

Compression G.711, G.726, AAC (16/48 kHz) 

Audio communication 2-way 

 Max Remote User Search (3), Live Unicast (10), Multicast (20) 

 Safety 
IP address filtering, user access log, 802.1x, encryption 

Device Certificate (Hanwha Techwin Root CA), Signed Firmware 

 Web Viewer 
Supported OS: Windows 10, macOS 11 

Supported browsers: Google Chrome, Microsoft Edge, Mac Safari 

 Viewer Software 

WAVE, SSM, Web Viewer, Smart Viewer, Wisenet Viewer, Wisenet 

mobile, supports CGI (SUNAPI) for integration of third-party VMS 

applications 

   

Smartphone- Supported Models iOS, Android 

Compatibility Supported Protocols RTP, RTSP, HTTP, CGI (SUNAPI) 

 Control Live: Multi-profile supported, multi-channel playback 

 Max Remote User Search (3), Live Unicast (10) 

   

Redundancy Failover N+1 

 ARB Supported 

   

Electrical data Power input 54 VDC / 1.55A 
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 Power consumption Max 84 W (287 BTU with 1 HDD, PoE on) 

 PoE Budget 65 W 

   

Connections Ethernet 
Network 1: (Cameras) 8 PoE+ RJ-45 (LAN, 10/100) 

Network 2: (Corporate Network) 1 RJ-45 (WAN, 1 Gbps) 

   

 HDMI 1 

 USB 2 (front: 2 USB 2.0) 

 Mains connection DC Adaptor 

   

Mechanical data Colour / Material Black / Metal 

 Dimensions (WxHxD) 300.0 x 47.6 x 238.9 mm 

 Weight 1.32 kg 

   

Environment Operating temperature 0 °C to +40 °C 

 Operating humidity Relative humidity: 20%~85% 

   

Certifications FCC, UL, CE, EAC, UKCA, VCCI, RCM, CB, NDAA 

 

Scope of delivery: 
 

▪ 1x Hanwha QRN-830S 8-channel NVR 

▪ 1x Power Cord 

▪ 1x AC adapter (AC IN:100-240V, 1.2A, 50-60Hz; DC Out:54V, 1.67A, 90W) 

▪ 1x USB Mouse 

▪ 1x SATA data and power cable 

▪ 1x Operating Manual 
▪ 1x 4TB HDD 
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